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TECHNITCAL MEMORANDUM X-73379
THE APPLI CAT IDN OF DIGITAL TECHNIQUES TO THE
ANALYS I, S OF METALLURG 6. CA S_ EX PER I MEN! S .
[0	 INTRODUCTIONS
T
. -- The extraction. of information from. radiographic and.photogxaphic films `
[1, 21
. 
is a task with which marry disciplinary fields have been concerned for
some time [31, especially witniiiihe fields of astronomy. [4 6], Ipoo:cinE [T7 8j,
and metallurgy [9- 3] : With the advent of high speed computers and present-
day microdensitoaueters, cataloging; analpgng, 'a'  data from B132I.:
images have been greatly simplified and extended.
Inherent within any system whose purpose, is to process rages by digital ..
techniques are factors that must be considered before determining whether..a
system of this type will be beneficial for extracting the desired:data froin Mm
images.	 Some factors used for arguing in favor of digital methods are the.
excellent quality and quantity of data obtained by cbniputer processing of images'
via such techniques as contrast varaat-ion, geometri ,e manipulation, mult%pictorial )
analysis, Fourier transformation techniques, etc. [ 3, 7' 141. 	 These factors
must be weighed against the possible disadvantages. of digital methods such'as .'
coiisputer tz7me requirements,; limited computer core, the applicab+lity of the
available programs to a specine xasiage analysis, or poor resolution of filiaa
images due to micro d.ensitometer.livnitation k , e., ;scanning time versus
signal-to--noise acid image di.stoxxon due,to aperture. size)'. 	 Most arguments
for or against digital analysis of images ultimately depend upon Ehe syste 	 ,
( hardware) being used and not necessarily upon the techniques ( software) avail-,
able within this system . [5 91 15.p 16 .
	
If necessary, the operator can fox6nulate his'
own computer programs to satisfy his requireiixents
	
even some of the hardwarE g ^
problems such as image dist6rti.on'due to different aper re sizes.caix be. reduced
1by the application.ofspecialized programs (Fourier transforms cans coupled
with suitable filters) . 	 Ideally, then, the: only Ximxtations to using digital iw
puters.for iinage; malysis are: those impose	 y the system hardware.necegsary{	
to analyze. 	 age an no those.factors concerning the quality of,th6 idbrma-an im
Lion contained within a digft tted xm:age. =:
r
`c
f
Many nvestigations have bee n performed: to determine the feasibi
..	
lity
of using digital techniques for the study of radiographic materials and for
hiicrostx^uctural material analysis.	 The micro structural evaluation by image
analysis is a discipline that has already received many years of investigation
via the use of .such specialized` machines as Il1^lANCO p s Quantimet 720 series
or .Uisst s. Aficro-Vid6om.at series, which usually Employ Vidicon, or Plumbicon
camera tube scanners rather than a microdenstom.eter type scanner j 1^,13j
The radiographic material analysis is similarly well documented; but much of
the image enhancement done in this area has had the enhancement itself as the
experiment 0411. The intent of this report xs to present a general discussion
of the use of a speciAd image enhancement system, the Image Data Processing
system .( IDAPS), aF4 applied to the analysis of several meitallurg cal experlml ents
characterizecT fn 'one way by radiographic' and microstructural an:a^ysis techniques:
A discussion, of the detailed results dbta ned from this computer system :Y
will 	 presEntedo that the iiieri.t ,of using `such a tool for this `type of e ipex - ;4
mental analysis can be inferred. 	 This report will describe the essentials of
the experiments being analyzed, but it will not go into depth concerning the
results or conclusions of each experiment (these ican be found in the.. specified
references}
MPUTERIT!'ES
WAPS, which is capable of performing a wide variety of iznage:maniPula-
i ons, is available at Marshall Space Flight Center * The 5ystem; shown
scheanatically xn Figure la and p l #oriall^r iii Figixre I h, was designed for'the
analysis of Skylab/ ATM S D 5^ x R ay Telescope experiment data ` [ 41.	 Tabs e 7
".
lists -many of the programs available ^o the. user from, the T M4.6D host'co=-
pater (not shown in Fig.: b) . hit6ifaced nth the host computer i s the terminal
rrinzcoi7iputer (located to the -Yeft in Fig, 1b) which ras its own programs
(Table 2^ that are immediately available upon the operator f s request: ^ 9
The master-: monitor (located in back of thekeyboard in. Fig. 1b) allows
the user to have control oven all functions or TD1	 ,	 The' mast r- xnoritor
displays a lism- 	ox itmenu¢' of'very genera opexatlons from which the rser=
solects:the cue that he wishes to be perfoi fined. _ The monitor will theri,asplay
a `oubmenu listing speczflc programs' (Table i, available within the selected
oeraIon, ar it will gavaa l^.st of the pess^ble setngs onpexiplieral euipirE nt i'
ftI
Y
IA
that will be used. if the operator.is choosing a particular program and not
equipment settings, then the master monitor displays still another list containing
the program parameters.
Inputting an image from photographic medium is done via the scanning
microdensitometer, which is the center piece of equipment in Fi;ure" 1b. Scan...
ning speeds, aperture size, and film. illumination'a.- = Tzil :- as.data output are
controlled also from the master monitor. The .digitized data obtained from the
microdensitometer, consisting of an N x N array of gray scale; values. (GSV)
each of which ranges from 0 (black) to . 256 (white); correspond to the localized
transmittance at specific locations of the film image. The matrix size depends"
on the film image size and may be as large as 2048 x 2048; but, because of
limited monitor dimensions, only 480 x 480 sized portions of the original array.
can be displayed at any one time. Once the image is scanned and digitized; ` it
can be stored on (a) magnetic tape for fixture input, (b) the minicomputer disk
for immediate presentation on one of two black and white monitors, or (c) filed
within the IBM-360 for manipulations purposes.,
When image inputting is complete, analysis can then begin by selecting
one or more of the programs from the master menu. Only a few of these pro-
grams which are pertinent to this report will be explained in detail. (A com-
plete description can be found in References 14 and 17 which also describe the
s
'f^
7}
b. Extract subframe A portion of the original image can be obtained
and displayed as a completely Separate: image.
c. Insert - A portion of one image (the overlay) may be inserted into
another image ( the underlay) The user may specify where the overlay is to
be inserted in the underlay.
d. Frame — The input image is completely surrounded by a display
mask. 'Phis' mask can contain annotations', a histogram: of . the entire input
image, and a grid , overlayed on the image.
e. H^-D correction Quantitative data fromzilin images require kiiavirl
edge as to how the desired parameter (i. e. , solar temperature, material. con
-centrations, etc.) varies with GSV. This regtures the use of a ca bratioa
curve which, will also give the corkection needed for the- nbnlineaar response o
the film., The calibration curve is presented by this program in the form: of
a listing of the perUnent parameter versus .GSV. `
f. Isogram. --^ Contours of constant GSV are found, marked, and dis-
played according : to user
.
 discretion:
I K
i
i,can be reduced to some extent [ 1, 7] . Some understanding of Fourier optics is
necessary for an operator to reasonably and effectively apply the preceding
program.
As soon as analysis of an image has been performed, the data can be
retrieved in several ways: (a) by placing the enhanced image on film: via the
film: recorder, (b) by ? 'dumping" the data on magnetic tape,. (c) by printing the
data in numerical form., or (d) by copying the image from one of the monitors
via N low resolution: video facsimile machine. The method used to retrieve the
data ultimately depends upon the user' s discretion as to which form of output
will present in the most informative way the results of the analysis performed
on TDAPS:
APPLICATIONS
By using X-radiography on the returned flight samples, the flow that
had taken place between the metals could be seen readily, thus giving some
idea of the rw-Adual gravitational force present as well as the critical force
necespary to initiate flow. This flow visualization was possible because the
bimetal system (indium and indium -- 20 wt. To lead alloy) had X-ray absorption
coefficients whose difference gave enough contrast on the film to allow simul-
taneous radiographs of both metals. Once radiographs. of each entire sample
were made at many degrees of rotation to the incident X-ray beam, 2 mm thick
slices were taken perpendicular to the sample' s longitudinal axis. These slices;
when laid flat, were X-rayed also to see how the internal flow compared to the
flow as viewed from the overall radiographs.
The contrast between the two materials on the film was visually quite
evident; but when displayed on IDAPS, much more detail clearly could be seen.
The image of. one slice of sample No. 6 is shown in Figure 3a i to : which the linear
automatic-scale program was applied, resulting in edge enhancement and.in  aa,
slight increase in contrast. 2 Figure 4a shows what an original image looked like
before .any image manipulation. The linear automatic-scale program could not
be used on these entire sample images as used in Figure 3a because the GSV I
 s
of the indium material were darker than the GSVT s surrounding the indium-lead
alloy; thus, when attempting to edge enhance the indium--lead material by ?"black-
ening outs ' the surrounding GSV T s, the indium material would also be trblackened
out." This problem was solved by using the alter and insert programs in com-
bination: half of an original entire sample image could be edge enhanced and then
this resultant image merged with the remaining half-image likewise edge
enhanced. Two of the three flight samples whose images have been. edge enhanced
in this way are shown in Figures 4b and 5a.
To further enhance the location of the two metals, pseudocoloring was
performed. Before executing this program, the histograms of GSV I w (provided
at the bottom of the figures by the frame program) were used to give some
indication of which GSV I s corresponded to each metal and to their approximate
interface within each image. Figures 3b, 4c, and 5b are the pseudocolored
t
k
i^I
I
representations of the originally scanned images of Figures 3a, 4b, and 5a,
respectively. In' iese images the indium.-lead material is colored red, the
indium is blue, f 0 the approximate interface is the narrow band of yellow-
green-purple colors. Note that after pseudocoloring there can be seen in the
center of Figure 5b an area that shows definite beginnings of fluid motion;. this
is an effect not readily seen in Figure 5a. The effect was similarly found in
flight sample No. 2, not shown here. Because of X--ray edge effects and because
these figures are not pseudo colorings of the edge enhanced images,. there exists
the false appearance that one metal is entirely enclosed within the other.
To obtain a more direct visualization of the flow that took place, the
slice program: of IDAPS was used which provides a plot of GSV t s versus dis-
tance. An example taken from the low-resolution.-video facsimile copier is
given in Figure 6; the white line in the image marks the location of the slice.
Many of these programmatic slices were taken perpendicular to the longitudinal
axis for each sample. Composites were then made of these plots for each sample
at each of the several different degrees of rotation relative to the direction of the
incident X-ray beam, thus giving a three-dimensional view of the flow that had
taken place. An example is given in Figure 7 of sample No. 6 rotated zero
degree to the incident X-ray beam.
One of the unique advantages of IDAPS is the ability of a user to write
his own program for extracting particular information. from an image. Such
was the case for analyzing this experiment because determinim- the extent of
flow between the indiuvz and indium lead alloy demanded the finding of an inter-
face between the two materials. The interface could be found by determining
the greatest change in GSV for a unit fixed length on each line of image data.
Once found, the interface would be marked by a white line so as to be clearly
evident. Limited success has been attained with such a program at present;
modifications are being made for including a line-fitting procedure which will
eventually produce a smooth interface curve and data on the accuracy of the fit.
B. Studv of Surface Tension Effects on Liquid:
2
I
l	 i___ 1
performed in both wetting, and nonwett;ing-canisters, and each of these was at
two different temperatures. The samples were left in the molten phase for
2 hours so that any convective stirring effects would clearly be evident; otherwise,
the conventional diffusion profile would be present.
Autoradiography was the characterization scheme used for determining
the gold concentration distribution within the samples. First, standards of
known gold-lead composition and each flight sample, sliced in half longitudinally,
were mounted together and nentran activated; then, each assembly was placed
in contact with film which was sensitive to the energy of the beta-particles
emitted from the decaying gold. The film images of the standards were scanned
by IDAPS using the H-D correction program, which automatically provided a
curve of gold-concentration versus GSV I s obtained by straight-line interpolation
between the points of the calibration data. This curve was then used ( via the
alter program) to change the GSV' s of the originally scanned image into
an image consisting of gold-concentration values; i.e., instead of seeing the
image on. a monitor as shades of light and dark areas that waxy as film trans-
mittance, the image was seen as varying shades of light and dark areas that
corresponded to changing amounts of gold concentration ( Fig. 9) .
Figure 9, as a function of the distance out from the central longitudinal slice;
Figure 13b is one example of a plot of the percent of total gold present at each
location in a slice as a function of the location in that slice. From such informa-
tion, the overall gold distribution was detectable not only in the radial direction
but also in the longitudinal direction.
The microstructure of the samples was investigated by using the magni-
ficatioa program on a particular area of the sample. Then, a suitable pseudo-
coloring scheme similar to that used in Table 3 was applied to the image, the
results of which are. shown in Figure 14. This permitted comparison of the
grain structure as well as areas of gold accumulation between flight and ground
samples.
C. Study of the Homogenization of Metal Alloys
An analysis similar, in part, to thatperformed in the surface tension
effects experiment was used to quantitatimvely measure . the raicro structural
homogeneity and stoichiometry of melted metals. An experiment was performed
on ASTP to study the effects of 'the low-gravity eavEronment on the melting and
solidification. of two material systems: aluminum . - 50 at. %Q antimony and
zinc -- 20 at. %Q lead '[22,231. The materials were initially in the form depicted
in Figure 15. Both composite metals were premelted within their uncapped
graphite crucibles under an argon atmosphere.
At present, only the AISb material has been investigated using the IDAPS
facility. This vas done by first obtaining photomicrographs of particular areas
of the sliced and polished samples from both the low- and one-gravity [ground-
based test (GST) I processed materials ( Fig. 16) . The negatives of these
photographs were converted into 35 mm slides which could then be scanned by
IDAPS. When histograms were performed on the entire area of these images,
information on the area fraction of the different phases of A18b present in each
sample wasimmediately available ( Fig. 17) . The accuracy of this information
was checked by using a placimeter to measure the relative areas of each phase
seen on the film. The two results agreed to within: 2 percent, most of the differ-
ence being attributable to human limitations and inaccuracies in measuring with.
a planimeter the fine structure present on the filar.
Using the data of Figure 17., pseudocoloring was performed in. which. colors
were assigned to those GSVT s that Were indicative of each phase in the AISb.
The resultant picture ( Fig. 18) not only enhanced the different phases but
I
s
	 9
t4	 -
removed unwanted surface artifacts for clearer presentation of the microstruc-
ture and also verified the phase-to-peak correlation of Figure 17.
The histogram technique was performed several more times to gather
additional quantitative data. This was done in two ways: First, microphoto-
graphs were taken completely across a section of both the low- and one-gravity
samples; then:; repeating the procedure used to obtain Figure 17 for each of
these new images, quantitative microstructural data shown in Figure 19 were
obtained for comparative characterization. Second, two of the photomicrographs
were compared as shown in Figure 20 by using TRAPS to extract data as a funs-
ti on of picture area.
IV. CONCLUSION
For the three experimental analyses described, IDAPS proved to be a
very quick and efficient tool for visually and quantitatively evaluating materials
and for examining those factors that contribute to the overall processing of those
materials. The possible merits of using a digital computer such as IDAPS for
enhancing metallurgical images have been discussed in some detail, but only
through the figures presented can an impression of IDAPS's abilities be conveyed.
These abilities lie in the machine' s diverse programs and the u.ser T s techniques
in applying them., as well as the ease and speed of extracting data from film
images.
The three experiments described used IDAPS for their analysis because
this computer offered the necessary image manipulation functions to obtain the
required results and because each experimental analysis needed photographic
characterization which made IDAPS a most appropriate tool to utilize. For the
purposes of this report, however, these experiments offered ideal situations for
describing the uses of a digital computer for general metallurgical problems
and analysis. These uses , are summarized as'follows:
a. Study of Flow Between Liquid Metals in Low Gravity -- IDAPS gave
clear, qualitative images Of the flow within each sample and allowed ease of
comparison between samples. Details not seen -in the original image were made
visible through pseuclocoloring. Three-dimensional qualitative information was
extracted, and three-dimensional quantitative data are a real possibility 110] .
10
j•
I
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b. Study of Surface Tension on Diquid Metals in Microgravity -- Quick
and accurate quantitative information on microscopic processes occurring
within a large surface image was obtained. The extent of diffusion between and
within samples was easily observed and quantified, thus allowing an accurate
description of the surface tension effects.
The use of a calibration curve for image conversion into units other than
GSVI s proved to be most fruitful in attaining the desired results for this type
of analysis. When this can be done, many avenues are opened for extracting
excellent information from the converted. image (pseudocoloring, isogramming,
slicing, histogrAmming, etc.)
c. Microstructural Study of AISb — IDAPS offers accurate and immediate
retrieval of quantitative information on the macroscopic processes occurring
within a large surface image. The sample homogeneity, as determined by area
fraction of different phases present in the material, could be found by simply
using the histogram operator on part of or on an entire microphotograph image.
Pseudocoloring of the photomicrographs gave improved contrast and eliminated
unwanted surface artifacts. It should be noted that there are other specialized
surface analysis machines (as noted in Section 1) that are probably more
efficient and perhaps more accurate than IDAPS in performing this type of
analysis. Possible advantages of IDAPS over these other machines could include
the increase in contrast between areas on an image, the ability to analyze images
via operator-written programs, and the space available for staring images.
Perhaps by combining the strong features of both types of machines, a better way
of analyzing surface images of mewls could be found.
ia
The user, then, is limited to extracting data from an image only by his
oven inabilities to intertwine the computer operations and not by the nonavail.--
ability of programs. If need be, the user can develop his own programs. If an
experimenter can obtain his data in photographic form, the power of a digital
machine such as IDAPS cannot be overestimated for its speed, ease of handling,
au&information extractability in analyzing.metallurgical experiments.
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Figure H. Pseudocolored GB sample and its corresponding SF sample.
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Figure 11. Pseudocolored GB sample and its corresponding SF sample.
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Figure 12. Isogrammed image showing gold concentrations in
at. ppm contours as labeled.
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Figure 13. Plots of slicing operation.
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Figure 14. Microstructure and gold distribution as seen in the GB
sample and in the corresponding SF sample.
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Figure 15. Configuration of A1Sb sample (left) and PbZn sample (right)
for ASTP Experiment MA-044.
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Figure 17. Quantitative comparison of A1Sb microstructure using
IDAPS histogram operator.
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Figure 18. Pseudocolor of photomicrographs of Figure 16.
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sP TABLE 1. IDAPS OPERATORS (IBM 360 AVAILABILITY)
ALTER ( Table Lookup)
AUTOMATIC SCALE ( Linear/ Nonlinear)
AVERAGE ( Multiple Images)
CENTER DIAMETER ( Solar Parameter Determination)
EXTRACT SUBFRAME
FRAME (Annotated Display Mask)
H-D CORRECTION ( Film Curve Correction)
INSERT FRAME
INVERT (Gray Scale Reversal)
ISOGRAM (Constant Value Contours)
LABEL (Annotation Overlay)
MATH ( Common Arithmetic Operations)
OVERLAY ( Controlled Image Superposition)
DIFFERENCE PICTURE (Biframe Change Detection)
REGISTER (Biframe Coregistration)
ROTATE ( Large or Small Angles)
STONYHURST GRID ( Spherical Coordinate Plot)
TRANSPOSE ( Picture Matrix Operations)
MAGNIFY ( Expand/ Shrink Image)
CONVOLUTION FILTER ( Filter Weight Convolver)
DEPENDENT ALTER ( Vignetting Correction)
SIMILARITY (Window/Picture  Cross-Correlation)
DISTANCE ( Sun Referenced)
FEATURE ANALYSIS ( Subset Statistics)
FILTER GENERATOR (Space or Fourier Domain)
FFT (2-D Transform)
IFFT (2-D Inverse Transform)
FOURIER FILTER. ( Fourier Convolution)
MASK ( Extract/ Insert Irregular Subframes)
IMAGE MAKER ( Test Patterns)
I
u
TABLE 2. IDAPS SPECIAL FUNCTION OPERATORS (MINICOMPUTER AVAILABILITY)
Operations Functions: 	 HELP (Explanatory Messages)
RETURN TO MASTER MENU ( Terminates Terminal Minicomputer Operation;
Displays Master Menu)
SPECIAL FUNCTION EXIT ( Terminates Special Function Operation)
Processing Functions:	 COORDINATES (Displays Location and GSV around Selected Point
on Picture)
HISTOGRAM ( Histogram of Frequency of GSV Occurrence in
Selected Rectangle on Picture)
SLICE ( GSV versus Position along a Line)
QUICK LOOK SCAN ( Low-Resolution Scan)
RESTORE (Transfers Monitor Display to Dish)
ERASE ( Erases Monitor Display)
GRAY-SCALE WEDGE ( Writes GSV Wedge on Picture)
REPEAT ( Multiple Entries)
cn
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TABLE 3. COLOR SCHEME RELATING PSEUDOCOLORS
TO GOLD CONCENTRATIONS
.i
'' B
E
i
f:
Pseudocolor
Gold Concentration
(at. ppm)
Percentage of Original
Gold Concentration
Black 0-	 5 0	 - 1.0
Yellow 6- 10 1.2- 2.0
Blue-Green 11- 20 2.2- 4.0
Red 21- 40 4.2- 8.0
Green 41- 80 8.2-16.0
Purple 81-120 16.2-24.0
Dark Blue 121-160 24.2-32.0
Orange 161-254 32.2-50.8
v:
,p {
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